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at Oxford: a History

Forty Years’ Research on Atmospheric Ozone

The development of research on atmospheric ozone at Oxford is traced from the year 1922, when one single
instrument was used there to make measurements of the total ozone, to 1966, when some hundred instru-

ments were distributed all over the world.
measurement of the vertical distribution of the ozone in the atmosphere.

In recent years an important advance has been made by the
A digression, covering the war

vears, describes the measurement of the amount of water vapor in the stratosphere which, however, proved
1o have a bearing on the effect of the ozone on the temperature of the upper atmosphere.

I. Introduction

It i now just over forty vears since the first daily
routine measurements of the ozone in the atmosphere

1

“were begun at Oxford, and Beck has just completed

ozone instrument No. 100 (Fig. 1). The present,
therefore, seems a sultable time to review the progress
of thix work at Oxford, and it iz thought that some of
those who are now carrying on the major active research
in thi= subject may be interested in an account of how
it all began.  This aceount has been confined to the
work conneeted with Oxford in order to keep it within
reasonable imit.

In 1879 Cornu' had suggested thuat the rather sharp
limitation of the uv end of the solar spectrum as
received at the ground wus due to absorption in the
atmosphere, and in 1830, Hartley,® having roughly
measured the absorption of ozone in the uv region
(the Hurtley band), suggested that it was ozone which
was responsible for the absorption. While Meyer®
1903, had measured the absorption coefficients of
ozone mwore accurately, Fabry and Buisson,* in 1912
made careful measurements of the absorption coef-
ficients of ozone and compared these with the absorption
of sunlight by the atmosphere.  From their measure-
ments they concluded that there was about 0.5 em of
“zone in one vertical thickness of the atmosphere.
It was suggested that the ozone was formed from
oXygen in the upper atmosphere by the action of solar
uv radiation.

IIAI 1919 and 1920 Fabry and Buisson?® returned to this
subject and designed a speeial spectrograph with two
dispersiony at vight angles to each other, thus reducing

—_—

v %'he anthor hus retived from the Clarendon Laboratory, Oxfoid,
K.

Received v March 1967,

the fogging of the photographic plate by light scattered
within the lnstrument (Iig. 2).  During May and June
1920 they made measurements of the amouni of ozone
at Marseilles by taking spectrograms on fourteen days
at several times during each day when the sun was
at different heights.  They found that the amount of
nzone was about 0.3 em (STP) and. owing to vather
steady weather conditions at the time. there was little
variation in the amount between one duy and another.
They suggested that it would be of great interest if a
sufficiently large institution  {sic] could arrange tu
make daily measurements over o long tnne.  They
thought correctly that the ozoue was formed by solar
uv radiation and suggested that if thiz were so 1t would
be mainly situated at a height of about 40 km. Ray-
leigh and Gétz had both shown that there was little
nzore in the lower atmosphere by tuking uv speetra of o
mercury lamp through long distances of air near the
ground.

In 1921, F. A. Lindemann (later Lord Cherwell)
had shown that it should be possible to obtain some
knowledge of the variation of the density of the air
with height in the upper atmosphere from observations
of the wvelocity, brightness, and height of meteors.
At this time no suitable photographic measurements of
meteors were available and, although two automatic
ameras were set up, one in Oxford and one on Boars
Hill about four miles away, owing to their limited
field of view, very few meteors were photographed.
However, using the eye observations of Denning and
his co-observers (which proved surprisingly accurate),
the density of the air was caleuluted at the height or
rppearance and of disappearance of a number of
meteors. It was generally supposed that the air
above the tropopause was cold at all levels and when
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Fig. 1. The ozone spectrophotometer in its present form,

the densities as caleulated on this assumption were
those obtained from observations of

R |
compar ed with

meteors, it swas found that, whereas the two agreed
fairly well for heights around 30 km, at heights above
50 km, the densities determined from meteors were

g
about 100 t+: 1000 times greater.

When I trst showed the plot of densities obtained
from meteors against height, to lindemann, with its
large differences between the caleulated and ohserved
values. he immediately suggested (1) that the air above
50 km must be much warmer than was thought and
(2) that this high temperaiure might be caused by the
absorption of solar uv radiation by ozone in the upper
atmosphere. The paper® giving this work on meteors
caused considerable discussion at the time and the
conclusion that there was a warm region at a height of
about 50 km was by no means generally accepted.
The subject even got into the daily papers, one of which
facetiously suggested that it was unnecessary to go to
the Riviera when the temperature was just as warm
only 50 km overhead! Confirmation of the existence
of the warm region, however, soon came from the work
of Whipple™ on the propagation of sound waves through
the upper atmosphere.

At this time it was well known from the work of
Dines® and others that the stratosphere was warmer in
cyelonie conditions and colder in anticyclonic con-
ditions, and Lindemann also suggested that these dif-
ferences of temperature might be due to different
amounts of ozone in the stratosphere—cyclonic con-
ditions having much ozone and anticyclonie conditions
little ozone. It also seemed just possible that cyelones
and anticyclones might be actually caused by different
amounts of nzone in the upper atmosphere.  We know
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now that there is, indeed, more ozone in cyveclonic cop.
ditions than in anticyve Jonie conditions but that this
1s not the cause of the different pressure svstems
However, Lindemann’s suggestions made it desirable
to try to make regular daily routine measurements of
the amount of ozone in the atmosphere on the lines of
the few measurcments then recently made at Marseillog
by Fabry and Buisson.

At thix time there were no photocells eommerceiallyv
available which were suitable for this work and e\-eh
valve amplifiers were in an elementrary stage of de-
velopment. A method of photographic photomertpy
similar to that used by Fabryv and Buisson was clearlv
the best method to employ.  Fabry and Buisson used 1
rather elaborate double spectrograph with two dis-
persions at right angles to each other in order to re-
duce fogging by light scattered within the instrument.
This was not convenient for routine use out-of-doors
and, further, there was no money available to buy such
an elaborate instrument. A spectrograph therefore
had to be designed which could be made in the lal
tory.

)(;] H-

It was clear that this work would require spectra of
sunlight to be taken at all times of the day, and on
cloudy days every opportunity would have to be taken
to use any brief pateh of sunlight. A hut was therefore
built in the garden at Boars Hill (Fig. 3), about 6 km
fromm Oxford, half of which was used as a workshop
and half as a laboratory with a very small photographic
dark room. A serious disnd\'nntng(\ was that for some

vears there 1 clectric supply availahle and
aceumulators had to he charged in Oxford and earried
up and down on the back of a bicevele!

It was at this time that D. N, Hurrlzon joined
work while working for a 1. Phil. degree and greatly
assisted the research for the next three vears.

Was no ma I

i1 the

Fig. 2. The Fabry-Buisson ozone spectrophotometer gives we
dispersions at right angles. The right-hand portion i shown
rotated through 90°.



Fig. 3. Thelaboratory and workshop at Robinwood, Boar’s Hill,
Oxford, in August 1921.

Il. Design of the First Ozone Spectrograph

A little before this time, T. R. Merton of the Claren-
don Laboratory had developed a photographic method
of measuring the relative intensities of spectral lines.
He placed an optical wedge immediately over the slit of
the speetrograph, su producing spectra in which the
Hnes were strong at one end and faded to nothing at the
orher, the length of the line being pmomtmuul to the
Iognrhhm of its intensity. Merton used a method of
development which produced a rather sharp cutoff to
the lines so that their length could be measured fairly
accurately, but a different method, which is described
below, was uzed in the ozone work. It was anricipated
thar seattered light within the speetrograph would be
likelv 1o eause serlous fogging of the weak uv spectra,
and Merton .\;uggc\ted that a Féry prism would be a
good arrangement, since the light was only scattered by
three surfuces, viz., on entering and leaving the front
surface and on reflection at the back surface. Another
great advantage of the Féry prism was that it was
strongly astigmatic and a point of light on the slit pro-
duced a nearly uniform line of light on the photographic
plate.  An optical wedge, consisting of gelatin and
carbon black between quartz plates, was mounted im-
mediately in front of the photographic plate so that the
image of euch line faded off along its length as in
Merton’s method. ’

In spite of the smull amount of scattering g by the Féry
prism, the large amount of energy in the Vmble part of
the xolar spectrum relutive to that in the very short
wavelength can&‘cd excessive fogging of the uv image.
Peskov (1917) had showu that chlorine® and bwnnuu
vapor would c1b~o1b most of the visible light but were
Wansparent to wavelengths around 3000 L. Tor our
work it was desirable to use a filter which would absorb
all the visible 1 10ht and considerably reduce the in-
tensity of 3300 X while being almost transparent to
3000 A. By using photographie plates which were in-
“euxitive to the red, the small amount of longwave radia-
ton passed by bmmmo vapor was rendered unimpor-

tant. The chlorine and bromine vapor were contained
in a silica tube about 25 em long with flat eud windows,
which was p laced in front of the slit of the spectrograph.
By putting in the correct amount of chlorine it was pos-
sible to .obtain spectra in which the intensity of lines
around 3250 X was nearly the same as at 3050 A and
there was very little fogging of even the shortest wave-
lengths that could be photographed when the sun was
high (about 2950 A). In order to save the expense of
two separate quartz vesscls sidora-
tion at this time—advice was sought from the Chemical
Laboratory in Oxford as to whether there might be any
chemical reaction between these two gases if they were
mixed together. We were assured that, whereas there
was a compound of chlorine and iodine, no compound of
chlorine and bromine existed, and we could safely mix
them together. (At this time we did not know of the
uv transmission of NiSO, which is now so useful a filter
with observations when the sun is very low.)

The silica tube which was used as a filter was filled
with air saturated with bromine vapor at —5°C, it being
important that no bromine should coudense in cold
weather and so change the absorption of the filter. A
small measured amount of chlorine was then added, the
required amount being found by trial and error after
taking spectra of sunlight. After admitting chlorine to
this silica tube 1t was often found that there was a slight
condensation of liquid in the tube which was thought to
be due to water vapor and considerable precautions were
taken to keep the tube dry, the chlorine being stored
over H.80,. Since any condensation mignht cuuse a
change in the absorption of the gases in the tube, any
tube which showed any sign of condensation was refilled.
The trouble of condensation continucd in =pite of all pre-
cautions and it was finally decided to use two separate
silica tubes, one for each gas.  When this wus dene we
were surprised to find quite a different ab~uiption spec-
trum for the two gases, and it was immediately obvious
that we had been using the compound ClBr which we
had been assured did not exist! Morem’mg this mixture
of Cl, Br, and ClBr gave us just the absorption that we
Wanted for this work while Cl and Br separatety did not.
We had, therefore, to continue using one tube contain-
ing both Cl and Br. Tests showed that, very fortu-
nately, the equilibrium proportions of C1, Br, and CIBr
did not change with temperature 2o that the » bzorption
of the filter remained constant.

The original spectrograph made in 1924 is now in the
Science Museum at South Kensington (Iig. 4).

A. Development of the Photographic Plates

A few simple tests soon showed that the ordinary
method of developing plates in a flat dish gave unsatis-
factory results. Thus, if a plate were covered with a
mask with holes cut in it and then uniformly exposed to
light, the resulting images were found to be denser round
their edges than in the center. Clearly, fresh developer
was net being brought to the center of the image,
products of development were not being removed,
quickly enough. This effect was known and various

or the
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Fig. 4. The Féry spectrophotometer is now at the Science
Museum, London; note its exwreme simplicity.  (Pholos British
Crawn copyright, Science Musenm, London.)

methods had been sugeested for overcoming it; thus,
one suggestion was to brush the plates continuously
during development and another to roll them with a felt
covered roller. None of these methods seemed ideal
and a speeial developing tank was designed in which ex-
cessive stirring of the developer was produced right
against the zurface of the plate. In this tank, which
was deep but narrow, the plates were held in guides flat
against the vertical sides, with dummy plates above and
below them. A plunger which also ran in guides moved
up and down in the tank with only about I-mm clearance
hetween it and the plates. Thus, as the plunger was
moved up and down the whole volume of developer was
forced through this small space at a high speed (about 2
m/sec) and would cause excessive stirring right against
the surface of the plate. Tests showed that the images
given by this method of developing showed no tendency
to be denser at their edges than in the center. I'our
plates could be developed at once, and they were de-
veloped, fixed, and washed without removing them from
the tank. This proved most useful when large numbers
of plates had to be developed.

As a result of this work, a small book, Photographic
Plotometry {Clarendon Press), was published, with I. O.
Griffith and D. N. Harrison setting out the principles
and methods by which the most accurate results could
be obtained.
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B. Microdensitometer

When meazuring the speetra it was required to find
the distance from the image of the zero line of the wedge
to a point on cach spectral Jine where the density was
equal to that of a standardizing patch put in the center
ol each plate by a constaut light source.  Although the
slit of the spectrograph was made fairly wide, so that a
aingle speetral line wag about 0.1 mm across, the area tn
he measured was very small. and a special microdensi-
tometer had to be designed and made in the laboratory
for the purpose.

The image of a straight coiled filament lamp wax
focused on the photographic plate by a microscope
abjective, the image being about 0.6 mm X 0.06 mm in
size. (A smaller image gave irregular results because of
the graininess of the plate.) The plate wax mounted
horizontally on a mechanical stage which had scales o
measure its movement in two directions at right angles,
After passing through the photographic plate, the lght
passed through a small hole slightly larger than the
image of the filament and then fell on a potassium photo-
cell which had been made in the Clarendon Lahoratory.

Another part of the light from the lamp traveled by«
different path and also fell on the photocell after passing
through an optical wedge which was used to adjust its
intensity. A shutter, operated by a pedal. cut off one or
other beam of light as required. The very small cur-
rent from the photocell was passed through high re-
sistance of xviene and aleohel (about 10" Q) and the
voltage across this was measured In a Lindemann-
Keelev electrometer which was viewed through a miero-
scope with evepicce seale.

When measuring a plate, the procedure was
place the standardizing image under the light and adjust
the optical wedge in the reference beam until the clec-
srometer deflection was unchanged whether the pedal
was up or down. The plate was then moved until the
required spectral line came under the spot of light, the
line heing paraliel to one axis of the mechanical stage.
The reading of the mechanical stage wus then talen
when the image of the zero line of the wedge was under
the spot of light and again when the plate was moved to
a position where the density of the spectral line wis
equal to that of the standardizing strip. The readings
could be repeated to within 0.1 mm. In general, two
long wavelengths and two short wavelengths were me:a-
sured for each determination of czone and six spectrn
could be measured in a little under an hour.

(ot .
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C. Results Obtained with the First Féry
Spectrograph at Oxford

The first Féry spectrograph was built at Boars Hill
during the summer of 1924, and a few solar spectra were
obtained in September and October. The extratel
restrial constants for the different wavelengtis could
not be obtained in the winter when the sun was low, but
on 17 February 1925 measurements were begu again
and solar spectra were obtained on every possible ocei-
sion during the vear, both for the determination of the
extraterrestrial constants and for the daily ozone values.




Comparison of Féry spectrographs at Boar’s Hill, Ox-
fora, 1926.

g, 3.

It was at once noticed that there had been a large in-
crease 1n the ozone values since the measurements made
during the previous autumn. At that time nothing was
known about the annual variation of the amount of
ozone and it was natural to expect that, if there was any
annual variation, the maximum would be in summer
and the minimum in winter.  As the measurements con-
tinued it became clear that the high ozone values were a
characteristic of spring, especially when the values
began to fall during the summer. By the folluwing
autunmn the maximum in the spring and the mini-
nun in the autwmn had becowe fairly well established,
though the reason for this peculiar annual variation was
not known.

The Oxford ozone values were plotted daily ona chiart
as they were obtained and, in addition to the annual
variation, it became clear that there were large varia-
tons from day to day.  When enough ozone measure-
ments had been obtained, they were compared with the
surface pressures, and it was of great interest to see a
definite negative correlation between them. This was
just what would be expected from Lindemann’s sugges-
tons. At this time there were no regular upper air
measurements which reached up into the stratosphere.
Fairly regulur alrplane ascents were made at Duxford o
height of about 4 km from which it was possible to
estiniite the pressure at about 9 km. - A few and quite
irregular aseents were made by balloons carrying Dines’
mstruments.  When the results from the upper air
measurements were compared with the simultaneous
vzone measurements a much closer connection was
found than that with surface pressure. Since at that
tme it was supposed that the average height of the
vzone in the atmosphere would be about 40 kw, this
close correlation with conditions in the upper tropo-
*phere and lower stratosphere was very surprising.

It could be objected that the absorption which we
Were measuring was not neeessarily due to ozone in the
dhmosphere, but possibly to some other gas. To test
this, five pairs of speetral lines were measured for some
Mmonths on cach solar spectrum and the ozone value
Wus caleulated from each pair separately. The re-
-“U'h.\; showed elearly that the same variations were ob-
tuned with every pair of wavelengths was used and as

1t was very unlikely that another gas would have just
the sanie absorption spectrum as ozone, this was fairly
good evidence that we were really measuring the amount
of ozone.

D. Ozone Measurements in Europe

The results of the 1925 ozone measurements at Oxford
were of such interest that it was deeided to try to get
measurements at several places scattered over Europe in
order to study the distribution of ozone in relation to the
distribution of pressure, etc. The Royal Society gave a
grant to buy five Féry prisms and five silica tubes for the
chlorine-bromine filters. The winter of 1925-26 was a
very busy one, making the spectrographs, filling the
chlorine-bromine filters, and, when the sun was high
enough in the spring, all the wedges had to be calibrated
and all instruments compared with the original instru-
ment (Iig. 5). Finally, all the instruments had to be
packed up carefully. This was all done at Boars Hill.

The British Meteorological Office was helpful in
allowing measurements to be made at the meteorolog-
lcal stations at Valentia, Ireland, and Lerwick, Shetland,
and also by arranging with other meteorological services
for measurements to be made at Abisko, Sweden, and
Lindenberg, Germany. Dr. Gotz kindly undertook to
operate one instrument at Arosa, Switzerland (Fig. 6).
Unfortunately, just when all the instruments were ready
to be gent off, the General Strike of 1926 started. and it
was some weeks before the railways would aceept any
goods. Tt was thus not possible to begin observations.
other than those at Oxford, until July 1925,

In addition to the six Féry spectrographs made at
Boars Hill, the Smithsonian Insttution had one made
by Hilgers. This instrument, which they seut to
Montezuma, Chile, was calibrated with others at Boars
Hill and all the photographie plates were returned there
for development and measurement az for the nther
stations.

S,

L
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Fig. 6. tarly ohservations at Arosa.  From lefr to right are the
Féry ozone spectrograph, Dr, Chalonge with his spectrograph,
and part of the Fabry-Buisson spectrograph.
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During 1927 Buisson made mcasurcments of the
ozone at Marseilles using the Fabry-Buisson speetro-
graph described earlicr.  These were a very useful addi-
tion to the values obtained with the Féry spectrographs
and showed a verv interesting relation between the
changes of ozone a1 Marseilles and that at Arosa—some
300 km northeastwards—as small depressions moved
eastwards and affected the two stations in turn.

In the work with the photographie spectrophotom-
eters. the observers at all stations were supplied with
photographlc plates. Theyv were only asked to load the
plates into the plateholders, make the exposures, write
the date and place on the edge of the plate, and repack
the plates in their original packing and return them to
Oxford. Special red labels were supplied asking the
customs not to open the packages. At Lindenberg they
did not consider that it was safe to send the plates
through the ordinary post and made special arrange-
ments for them to be sent to the German Embassy in
London through the diplomatic bag. The German
FEmbassy agreed to forward them, provided that [ would
repay the postage of the plates from London to Oxford
In any event we never had any trouble with the plates
being opened in the post except some of those sent
through the German Foreign Office.

There waz much activity when the plates began to
arrive from the different stutions, as these all had to be

developed, measured, and the ozone calculated.
Fortunately, the DSIR became interested and gave a

grant for a hinlf-time assistant whe measured the plates
and calculated the ozone values. It was naturally with
great in‘cermt that the European values were plotted on
the weather maps, and the first idea of the distribution
of ozone in relatiou to pressure svstems was obtained.
Since the 1926 observations began late, it was decided to
carry on with the same routine during 1927. The re-
sults obtained were reported in two papers to the Royal
Societv.'' By the end of the European work, over 5000
spectra had been measured and the ozone values caleu-
lated. In order to keep the interest of those taking the
photographs at the different stations, the daily ozone
values were duplicated each month and sent to all the
cooperating stations and any other people interested.
On occasions of special interest, the daily weather maps
were duplicated with the ozone values entered at each
station and these were also circulated.

E. Measurements of Ozone Over the World

The European measurements in 1926 and 1927 had
allowed us to obtain a rough picture of the distribution
of ozone relative to the pressure systems, and gave a
limited indieation of the variation of mean ozone values
with latitude. However, we knew nothing about the
variations of ozone in the southern hemisphere since the
station at Montezuma was ounly 22°S and the results
were not very reliable. It was therefore decided to re-
distribute most of the instruments to places widely
scattered over the world. Only the instruments at Ox-
ford and Arosa remained at their old stations, the others
being sent to Table Mountain, California; Helwan,
Egvpt; Kodai Kanal, India; and Christchurch, New
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Zealaud. One instrument was lent to the Italian Polay
Airship Expedition.  Unfortunately, disaster overtaok
that expedition, but the spectrograph was not on hourd
and wuas eventually recovered.  Measurements were
made on all possible days throughout 1928 and 1929, the
photographie plates heing returned to Oxford as hefop
for development and measurement.

J. Lawrence joined us about this time, and while
working for a B.Se. degree studied the relation of gzon.
to 0'eomrx<rnoric conditions.  Chree,’? using the firs
vear’s results at Oxford had shown that there appeared
to be a connection between magnetic activity and the
amount of ozone, the amount of ozone being greater on
magnetically disturbed days. Tawrence used the Ox-
ford ozone values for 1926 and 1927 and in cach veay
found the same relation as Chree had done. However,
when he used the average ozone values for Northwest
Europe—which should be less affected by local meteoro-
logical conditions—he found no relation at all, so it was
concluded that both Chree’s results and his earlier ones
had been accidental.  This investigation has never heen
repeated.

The results of this work! gave us a fair idea of the
distribution mean of ozone with latitude {except high
latitude) and its seasonal variations, though, of course,
there were large gaps and little information could be ob-
tained about any possible variations with longitude.
The six months difference in phase of the annual varia-
fion i the two hemispheres was clearly established,
while at Nodai Kanal (10 N) there was very little varia-
tion throughout the vear. The type of variation of
ozone with pressure svstems which had been found in
Furope was also found at other extratropical stutinns
Since the ozone iz mainly situated within the strato-
aphere and the Indian monsoon is a relatively low level
phennmenon. it was not expeeted that the change in the
monsoon would affeet the azone values: this was fonnd
to he the case.

F. Design and Construction of the
Photoelectric Spectrophotometer

The Féry spectrographs had proved very successiul
and had provided data which allowed the general rela-
tionship between the ozone and the pressure distribution
to be found, as well as the general distribution of ozone
and its seasonal variation over much of the world.
However, experience had shown two serious disadvan-
tages: (1) the time taken in posting the photographic
plates back to Oxford, together with their development
and measurement, meant chat all ozone values werc
many weeks out of date when first calculated; (2) the
light gathering power of the I'éry spectrograph iz «mall
and measurements could only be taken with sunltight
and when the sun was not too low; =0 it was nnt possible
to work at the higher latifude staUOlN in midwinter.

Further, no measurements could be obtained nn cloudy
days. o
By about 192728, photoelectric cells were beitis

developed and valve amplifiers were in general use T)
much thought was given to the design of a prssible
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photoelectrie instrument in which the ozone values
would be obtained without any delay. It was also
hoped that a method might be developed by which
ozone values could be obtained-—even if only approxi-
mately—on lightly cloudy days.

Since the desion of the instrument will be well known
to all readers,™ it ix not proposed to describe it in detail
here, but the following notes recall the reasons why the
purticular design was chosen. It was desired to produce
an 1nstrument which should measure the amount of
vzone in the atmosphere with an error of less than about
19, It also had 1o be an instrument which ecould be
wsed for rounine observations by an assistant, as distinet
irom one which was used by professional zeientific staff
onlv. It was further necessary that the instrument
should remain az constant as possible over long periods
of time aud only require periodie checks in order to see
that no important changes had taken place.  Thus, for
example, changes in the voltage on the amplifier or
photoceli should make no difference to the values given
by the instrument. It was therefore decided to allow
the two wavelength= which had to be compared to fall
on the same part of the cathode of one photocell, a sector
wheel allowing each wavelength to pass in turn, thus in
general producing a variable output from the photocell
which was easy to amplify by an ac amplifier. The
longer (stronger) wavelength was reduced in intensity
by passing through an adjustable optical wedge until it
produced exactly the saume output current as the shorter
(weaker) wavelength.  When this was the case the out-
put from the photocell was constant, and therefore the
ac amplifier gave no output.  The cutput from the
amplifier was passed through a commutator and read on
1 de galvanometer.  The position of the optical wedge,
when the galvanometer gave a zero reading, was a mea-
sure of the relative intensities of the two wavelengths
being measured.  The meazurement was thus indepen-
dent of the intensity of the light, the voltage on the
photoeell, and the amplification of the amplifier, and the
only things that were required to remain constant were
i1} the wavelength used. (2) the wedge transmission,

BALECTOR MATE PAISMG LiGHT GITHER
MOM $, AMO S, OR 5, MG 3,

The optical system of the photeelectric spectrophotometer.

and (3) the relalive sensitivity of the photocell to two
wavelengths 200 A apart (see Fig. 7).

When the original instrument was made, photo-
multipliers were not available, but we were fortunate in
being able to use a photocell with sodium hydride

athodc madein the Clarendon Laboratory. This wasa
glass cell with waxed-on silica window, and in spite of
the wazed-on window it continued to function excellently
for many years until finally replaced by a photonmlti—
plier. The cell contained a small amount of inert gas
and eonsiderable gas amplification was used, the normal
voltage on the cell being only a few volts below the are-
ing point. ILooking back at the amplifier todav. the de-
sign seems exceedingly cerude but it was passed at the
time by the radio experts.  The very high grid leak was
a small potassium-in-glass photocell luminated by a
small lamp whose brightness could be controlled to give
any desired effective resistance (usually about 109 Q).

In order to reduce the amount of scattered light, it
was necessary to use a double monochromator.  Instead
of dispersing the light a second time it appenved better
to arrange for the second dispersing system to reconi-
bine the two wanted wavelengths onto the siit in front
of the photocell. This is just as effective in eliminating
stray light and makes it easy to arrange for the two
wavelengths to fall on exactly the same part of the
cathode of the photocell.  The exact wavelengths to be
used could not be decided until the instrument was com-
pleted and the sensitivity measured, but a separ ation of
about 200 X, which had been found satisfactory in the
Iéry spectrograph, was thought to be about right.
This gave sufficient difference in the absorption coeffi-
cients of ozone, while the scattering coefficients for air
were not very different. The dimensions of the instru-
ment were fixed by the minimum separation of the two
wavelengths at the central slits (7.45 mm) which was
necessary in order to allow the shorter wuvelength to
pass clear above the wedges while the longer wavelength
passed through the wedges without any possible inter-
ference by its edges.
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The width of the short wavelength slit (.S,) was fixed
at the maximum which was thought advisable in view of
the change of azone absorption with wavelength. The
width of the other slit (S;) had to be such that, with the
highest sun and the lowest ozone, the zenith sky mea-
surements came just on the thin end of the wedges.
Hence, this slit w idth could not be fixed until the nstru-
ment had been completed and many measurements had
been made. No measurements for the determination of
the extraterrestrial constant could be begun until this
slit width was fixed.

It happened that the separation chosen between the
slits Sy and S was very nearly the same as the separation
between the Hg lines 3126-3131 A and 3342 A.  When
this was noticed, it was decided that it would simplify
the adjustment of the instruments if the separation were
made exactly equal to that between the Hg lines so that
when 3126-3131 A was central on Ss, the line 3342 A
should alzo be central on S;.

The oniy optical wedges of evaporated metal which
were then available were extremely crude and so far
from linear as to be useless for this purpose. It was
therefore necessary to use wedges of gelatin containing
carbon black between quartz plates. These wedges,
made by Iiferd, had excellent optical properties but un-
fortunately, while gelatin will adhere well to g¢lass, it
tends to peel off quartz; this gave a good deal of trouble.
AMoreover, in warm climates mold tended to grow on
the gelatin and the wedges became useless. At a much
later date Beck developed a method of producing the
metalized wedges which are now used.

A great deal of thought was given to the best method
of mounting and moving the wedges. Tt was necessary
to be able to move the wedges quickly over a large part
of their total travel (c.g., between measurements on the
A and D wavelengths) and vet to measure their position
to within a few hundredths of a millimeter without any
backlash. A movement worked by a serew would have
been much too slow. The method adopted, using a taut
metal band, proved most satisfactory, giving negligible
backlash, and, with the magnifieation produced by the
ratio of the radius of the dial to that of the drum around
which the metal band was wrapped, ample accuracy of
reading was obtained.

In the first instruments, two fixed wavelengths were
used, and, to allow for the effect of temperature on the re-
fractive index of quartz, a single thin quartz plate was
mounted in front of the central slits and rotated as re-
quired to correct for temperature changes. There was
no lens at slit S;. This was not a very good arrange-
ment since, although the correct wavelengths were kept
on the central slits, the patch of light on the photocell
moved with change of temperature and in some photo-
cells this caused cmall differences of dial reading.

The best wavelengths to use could not be decided
until the first instrument was made and working so that
the sensitivity could be found. If the sensitivity had
proved to be very low, it would have been necessary to
use relatively long wavelengths where there was more
light, while if the sensitivity were very good, shorter
wavelengths with larger ozone absorption coefficients,
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could have been used. Photographs of the solar spec-
trum taken at the position of the contl‘ll slits showed 5
fairly strong band at about 3115 X with a rather rapid
fall in intensity at shorter wavelengths, so this seempd
to be suitable for the shorter wavelength. It was alse
found that the sensitivity of the instrument was such
that good dial readings could he ohtained when using
this wavelength. (This is, of course. the present ¢
wavelength.)

In the early days a good deal of exploratory photo-
graphing of the solar spectrum was done. and to facili-
tate this the laboratory was darkened and daylight was
led from the hole in the roof down to the window of the
istrument through a tube of black cloth.  In this way
the whole laboratory was dark but the spectrograph re-
ceived davlight and one could work with the cover off
the instrument and place picees of photographie plafe in
it asrequired. When the photographs showed that the

short wavelength <lit (S:) was fairly close to the strong
band in the solar spectrum at 3115 .\, the exact setting
and the exact value of the wave longth were determined
by the use of the wavelength ("rompor:'mu'r) adjusting
plate. The central slits, other than slit N, were blocked
=0 that the galvanometer deflection was a measure of the
intensity of the light passing slit S.. Then, using cither
sunlight or s L\'hOht it was possible to plot out a curve of
galvanometer deflections against settings of the wave-
length adjusting plate. The setting of the plate which
gave the maximum galvanometer deflection was that
which was used.  (This has been slightly changed in the
modern instrument.) Finally, it was necessary to know
the wavelength of the lght passing slit Sy as clozely as
possible, and for this purpose the setting of the wave-
length adjusting plate was found at which the He lines in
the 3126-3131 A region came centrally on the slit.  The
difference inthesettingsof thewavelengthadjustimaplate
naturaliv allowed the exact wavelength to he caleulated.

The w orklng drawings of the photoelectric instrument
took about two months to prepare, while the actual con-
struction of the first instrument occupied all available
time for nearly a vear. While obscrvations with the
zenith skvlight could be taken through the hole in the
roof of the laboratory, it was necessary to wheel the in-
struments to different parts of the garden at different
times of the day to get sunlight. After the instrument
{Fig. 8) was completed and before useful ozone measurc-
ments could be made, it was necessary to calibrate the
wedges and to determine the value of the extraterrestrial
constant.  The method initially used for calibrating the
wedges was to block both slits Sy and S, so that the de-
flection of the galvanometer was a measure of the light
passing that slit S; and the wedges. JMeasurements
were taken both with and without a gauze in the f\'“l.:ll'
beam which cut down tho sunlight in a known ratio.
Owing to variations in the sunlight and variations in the
amplifier, the ca 1b1at10n was very poor by present day
standards.  We did not even have a tungsten filament
lamp with quartz window at that time.

On all suitable days, measurements were started early
in the morning in the hope of getting a goud series of b=
servations with the sun at different llmoht\ from which
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Fie > Photoclectrie speetrophotometer No. 1, with front panel
ved (about 1927).  The clockwork motor driving the scctor

rete
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iowould Le possible to find the extratervestrial constant,
but many were the days which were wasted owing to the
kv el strument had been eali-
hrated oo preliminary way, there followed many
months during which small improvementz were made 1o
the instrwment itself or to the methods of calibration.
Ax wswd, leoking baek, one can see that much time
would livve been saved if more thought had been given
o the program of work.

Mz over! Afrer theinst

1. U({

Cabuiaies and Dufay had caleulated the total vzone
from measurenients on the light from the zenith sky by
assuming that all the skylight was scattered below the
ozone region, then thought 1o be at about 40-50 k.
This awssumption was not justifiable and a long series of
Mesirements were begun in order to find an empirical
relation between the results of measurements on the
clear zenith sky and the total ozone as given by measure-
ments o direct sunlight. Little help eould be obtained
rom theoretien] considerations, since at that time we
had 1o iden of the vertical distribution of the ozone in
theaimosphere.  Owing to the infrequency of very high
Orvery low ozone vadues, it was o long time before suthi-
flent mewsurements were obtained to give a relationship
which congld bv usged to convert mensurements made on
the elear zenith sky to cquivalent ozone values as mea-
Sured by dir ecb sunlight. It might be thought that it
Wis net very important to be able to obtain values of

srcinends on the Clear Blue Zealth Sky

total ozone from nicasurements on the zewith sky sinee,
if the zenith sky were elear, it would generally be possi-
ble to get observations on diveet sunlight.  However,
the relationship is very important when we try to obtain
ozone values fmm measurciments on the cloudy zenith
sky as discussed below.

2. Obsereations on Cloudy Days

When the instrument was made it was arranged that a

third wavelength could be used if required.  This wave-
length (€”) was in the blue region and was compared
with that passing through the wedges in the same way as
for the short wavelength, (€).  Since the €7 wavelengths
were little affected by ozone it was hoped to work out a
method whereby measurements made on a cloudy sky
on the € wavelengths could be correeted by observa-
tions on the C7 wavelengths on the same cloud to give
values equal those which would have been obtained if
the sky had beeun clear. A great deal of time was spent
I trying to get pairs of observations on the € and €’
wavelengths as the zenith sky ehanged from clear blue
to uniformly cloudy.

After some vears of experience with the first photo-
clectric instrument, it was clear that reasonably accu-
rate measurements of the total ozone could be obtained
with the instrument when nsing sunlight, the light from
the clear blue zenith sky, or that from the cloudy zenith
skv. Tt wuas, therefore, very desirable that it should be
possible tu obtain @ number of these instruments in
order to muake @ more thorough survey of the distribu-
tion of ozone than had been p()\,blbl(‘ with the Iéry spec-
trographs (Fig. 9). There was no quc,,urm m building a
number of Instrumentz in the iboratory the same
way as the Iéry spectrographs had been b iailt since the
time and labor would have been too great.  Becek™ was
therefore appronchod Lo see if they would be interested
in making the instrument, and they agreed that, if the
money eould be found, they would pr oduce one proto-
type instrument for £300. Fortunately, the Royal
Soclety agreed to provide this sum and in due course
instrument No. 2 was delivered to Boars Hill, where all
the adjustments of the instrument and itz culibration
had to be done. The instrument made by Beck was
optically exactly similar to instrument No. 1, but the
mechanieal construetion wus entively differcnt in order
to suit their methods of machining, ete.

After Beek’s instrument had been shown to be satis-
factory, a few other iustruments were ordered, the first
being for Bgypt and China. A letier amiving one day
at Boars Hill from China said “T enclose cheque £100,
please arrange to send me otie 0zone <pectrogmph. it
vou want more money I will send it.”  In accordance
with the principle of having nothing to do with the
(inancial side of the question, this letter was sent on to
Becek who agreed to make the instrument.  These two
Instruments and some half a dozen other instruments
made before the war were all adjusted and calibrated at
Bours Hill.

* R.and J. Beek Lud,
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Fig. 10. Dr. Gétz is shown adjusting the Fabry-Buisson spectyo-
graph (on the left) during the expedition 10 Spitzbergen i 1929,
p F ¥
The Féry spectrograph is in the center.

G. Measurements of the Vertical Distribution
of Ozone 1927-34

1007

During 1927-29, an attempt was made to measure the
average height of the ozone in the atmosphere by taking
solar spectra with the Féry spectrograph over the maxi-
mum possible range of the height of the sun.  Owing to
the curvaiure of the earth and the height of the ozone
above the swrface, an apparent daily variation in the
amount of ozone will be found if a wrong height is as-
sumed.  Although the method was the only one possible
at the time, the results are innccurate and depend on
using the rtrue value of the extraterrestrial constant,
which itself has 10 he found from similar measurements,
hoth when the sun is high and not too low for the effect
of the curvature of the earth to he important. Many
spectra suitable for thc\c me: x\ulcmcut\ were taken at
Arosa with the Féry spectrograph and sent back o Ox-
ford for development and measurement but the heights
deduced were much too high, as were those of other
workers using the same method.

In 1929 Gotz took a Fabry-Buisson type of spectro-
graph, as well as the Féry pc(tloomph to Spitzbergen
to malke measurements in a very high latitude (I'ig. 10).
His measurements,* made In July and August, con-
firmed the general increase in mean ozone value with in-
creasing latitude and also showed the fall in ozone dur-
ing the summer months owing to the annual variation.

While in Spitzbergen, Gotz took spectra of the zenlth
skylight while the sun was rising or setting and found
that, when the sun was fairly high, the shorter wave-
lengths decreased in mtcn\ltv more mpldlv than longer
wavelengths with increasing zenith distance of the sun.
This was to be expected, owing to the greater absorption
of the shorter wavelengths. He found, however, that
when the sun was very low, the reverse occwrred and the
shorter wavelengths decreased in intensity more slowly
than the longer ones.  He rightly interpreted this as
heing due to the fact that, when the sun is high, most
of the short wavelength zenith skylight is seattered from
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the direct =olar beam below the ozone reglon, bt whe,
the sun i3 very low the absorption of dircer suniighy
hy the ozone 1g so great that the amount of light seqr.
tered above the ozone region and which passes down g
the instrument by the short vertical path becomes pre-
dominant. Near the end of 1930 he wrote to me telling
me of the effcet and suggested that it might he used 1<y
means of estimating the vertical distribution of the
ozonie in the atmospherc.  He also suggested thet the
ratio of iwo wavelengths, as measured by the photo-
electric ozone instrument, should show a similar effeet,
Not really helieving in Gotz's sugeestion, T made moa-
surements on the zenith skalight on the first clewr dav
carly in January 1931, starting before swurise. and Witk
surprised to find that the dial readings really did hn-
crease at first as the sun rose, theu became constant, and
finally showed the normal decrense with the increasing
height of the sun.  This was the first umkehr curve® 10
he obtained. I immediately wrote to Gotz telling him
of the success of his suggestion. Then followed a loi of
work, both making measurements on the zenith skylight
and aho trying to work out a theory by which we micht
caleulate the vertical distribution of the ozone. [t wus
at this time that A. R. Meetham joined uz and con-
tributed greatly to the work hoth in making the abserva-
tions and in developing methods for caleulating the
vertical distribution.

As usual at Oxford there was great diffieulty in
davs with elear zenith skies on which we could
000(1 amkehr curves and Gotz kindly invited s 10 eo o
Arosa and placed iiving accommodations at our disposal.
\leetham and I therefore spent six weeks at Arosa ln
1032 taking hoth instrument No. 1 and instrument No.
2 the latter recently made by Beek (Fig. 11). The
plan was to take more or less continuous U}l\{“i‘\'LiTiH‘llS
from before sunvige until after sunset on all good duys.
One instrument made measurements on direet sin-
light while the other used the zenith skylight.  The
routine waus for one of us to get up just us it gotting
light, decide whether the weather might nu nke oh=er-
vations possible and if so wake the other two and put
the coffee on. In bad weather we were kept fll'l
well oceupled in evaluating the measurcments obtained
on fine davs. At that time the instruments uxed
photocells and the sensitivity was only just suffieient
when the sun was low, so that it was necessary to aver
age several observations to get smooth curves, Aty
we returnced to England one instrument was jeit ad
Arosa, and Gotz continued to take mensurements v hich
were sent back to Oxford to be ealeulated.

The chief result of these measurements at Avosa’
to show with certainty that the average heiglt of the
ozone in the atmosphere was about 22 km and not
about 40-30 km as had been thought before. T'}“‘.\'
also gave a fair idea of the vertical 'liﬁl"i‘f’u_“f”"
showing that the main changes took place herghit=
hetween 10 km and 25 kia. This m: ulc it mueh easier

getiing
nhtain

(AN

s

* The term “umkehr curve” was suggested by GG
“turning back” of the curves when the sun islow.
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Fie. 11, The first wikehr cbservations at Arosa in 1932, The

in=trument on the rvight (No. 2) operated by A. R. Meetham, is

Leing used for sun observations, while Ne. 1 is being used for
simultaneous observations on the zenith sky.

1o understand why changes in the total .amount of
vzone should be so elosely correlated with conditions in
the upper troposphere and lower stratospliere.
Hoving obtained a fair idea of the vertical distri-
Lution of the ozone in middle Intitudes, we wanted to
know what it would be in high latitudes, so we took an
instrunient to Tromseg where we made measurements
; Moy and June 1934, Though the weather was
pour, these mewsurements Indieated that the average
height of the ozone was slightly lower than at Arosa
and that the ozone was confined to a rather narrower
helr

Siree World War II, when photomultipliers were
littedd 10 the ozone instruments, the measurements
have become much more accurate and many results
have been obtained at places all over the world. The
theoiy of the wnkehr effeet has been greatly improved
while the use of eleetronic computers has made methods
of caleulation possible which were impossible before.
The Arosa observations, continued under Dr. Diitsch
after the death of Dr. Gotz, are still an outstanding
contribution.

H. The Pole Star Camera

It was very desirable to obtain some evidence as to
whether or not there was auy appreciable diurnal
vartaiion In the amount of ozoue in the atmosphere.
Thix cannot be obtained from solar observations since,
i obtaining the extratervestrial constant, it is neces-
sary to assume that there is no such variation. It
would be ut least some evidence about a possible
dirnal variation if any changes through the night
could be detected. At this tme the photoelectric
stiument used a photocell and wus too lusensitive to
wake useful measurements on moonlight.  Spectra of
the brighter stars could probably be used to make
vzone measurements at night but, as in the case of the

sun, it was necessary 1o determine the extraterrestrial
constunt for cach star.  However, the Pole Star, which
changes little in altitude, could be used to detect changes,
though it would be impossible to measure their amount.
Although the Pole Star is a cool star with weak uv
radiation, it was thought worth while to try to take
spectra of this star, and an automatie prismatic camera
was built which started and stopped at the required
times and changed the photographic plate each hour.
Owing to the very small movement of the Pole Star, 1t
was possible to mount the prismatic camera on a rather
simple mounting which kept it pointing accurately at
the star through the night. As in the case of the
photoelectric instrument, it was impossible to know
whether there would be enough light to make useful
measurements until the whole apparatus was built.
Unfortunately, 1t was found in this case that there was
just too little light to make observations of any value.

In 1934, R.A. Hamilton took a Féry tvpe spectro-
graph and the Pole Star prismatic camera to Spitz-
bergen. It was hoped that with the clear atmosphere
and the high altitude of the Pole Star, useful spectra of
the star would be obtained. Unfortunately, even
here, therc was not enough light for accurate measure-
ments to be made. Owing to an accident in landing
the stores, the Féry spectrograph was broken and so
never used.

During the late 1930°s most of the time was taken up
with adjusting and calibrating the new Beck instru-
ments.  In addition, about this time an attempt was
made to make photon counters with sodium cathodes—
following the work of Schein and Stoll—as it was
thought that these would be more sensitive than the
photocells which were used until then. However,
while exceedingly sensitive counters could be made with
platinum cathodes, they were, of course, only sensitive
to very short wavelengths and were of no use for the
ozone work ; 1o success was obtained in making counters
with sodium ecathodes. About this period, a great
deal of time was also spent on atmospheric poliution
research in connection with the Atmospheric Pollution
Researeh Committee of the DSIR.

The laboratory and workshop at Wateh Hill, Shotover,
Oxford.  (Photo Oxtord Mail and Times 1957,
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The observing hut, Watch Hill, Shotover, Oxford.

(Photo Oxford Aail and Times.j

In 1937, the move was made from Boars Hill to
Shotover, a hill on the opposite side of Oxford.  Here a
laboratory wis built on a site where there wag an open
horizon (_'ngf. 12). together with an adjacent ohserving
platform from which the instruments could sec the sun
throughour the day without having fo be wheeled
about to different places (Fig. [3) as at Boars Hill.
Here the adjustment and calibration of new instru-
ments was continued until the beginning of World War

IT.

i. War Years. Measurement of the Humidity

of the Stratosphere

Since it was thought that the measurements of the
amount of ozone mloht be of some use in forecasting
weather, particularly when many European observa-
tions were cut off, the ozone obsgervations were con-
tinued at Oxford, Valentia, Eskdalemuir. Aberdeen, and
Lerwick, and the .\Iet(roxologxcnl Office lent assistance
for this work. However, the problem of condensation
trails formed by aireraft became of great importance to
long range, high flying reconnaissance aircraft since
they immediately made the plane’s presence known.
The Meteorological Office therefore asked for help in
investigating the conditions in which such trails were
formed so that it might be possible to issue warning to
the RAF when trails might be made. It might be
thought that this work had nothing in common with
the work on atmospheric ozone, but it is seen later that
it became linked with the work on ozone in a very
interesting way.

It was clear that the temperature and the humidity
of the air at great heights were both important factors
governing whether trails would or would not be formed.
While the temperature could be satisfactorily mea-
sured by radiosondes, the gold beater skin hygrometers
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ihen in use were far too sluggish at these low tempep,.
tures to give useful values of humidity.  Ir thus b
Came necessary (o devise @ means of measuring (),
humidity at very low temperatures. Although oty
imstruments have since heen desiened for rhis -
pose—notably the P.0); coulometric method of el
smith-only the frost point (dew pointl  mothy
seemed at that time to hold our much hope of hojye
developed into a satisfactory instrument.  The (‘lxi(;}
difficulty was the tiny amount of water vapor ovey iy,
saturated air at these very low temperatures, so (liyg
the amount of deposit on the test plate was
the lowest temperatures this was less than the equiv-
alent of a layver one molecule thick.  Forunarely,
the hoar frost tended to he deposited as minwie Ty
tals of the order of a few wavelengths of gl b dis-
erer. Thus, It appeared ax a very faint blue deposit
and by arranging for the deposit to form as o light
streal on an otherwise dark test plate, even this sl
amount of ice could be seen and it could he judged
whether, with the test plate at any given remperature,
the deposit was growing or evaporating.  The method
of illuminating of the test plate waz most important — o
nearly tangential illumination being the best, o thut the
deposit appeared hright against a dark background.
The test plate was cooled either by « jet of Hauid air or
a Jet of petrol which had been cooled by solid CO.. - The
femperature of the test plate was mensured hy o resise
tanee thermometer (Fig. 1.1,

Another type of Istrument wus alzo
which the deposit on the test plate was mieas
photacell,  This instrument was somewhat more <ensi-
tive than the eve ohservation instrwment. but in
gcnerai observers preferred to be able to see the deposit
and the photoelectric instrument was lahle T0necu-
mulate dust slowly which. of course, seatiered lieht In
the same way as hoar frost.  In all thix work AW,
Brewer and B. Cwilong contributed mueh o the =ue-
cexsful final result.

After the instrument was designed and the fivst
model made iu the laboratory at Shotover, a grent (lv‘]
of time was occupied in testing it, to make sure that )
measured the true frost point. Alr saturated a 1110
temperature of solid CO, was produced by passing ar
roughly dried over siliea  gel rhmuo}l a cotton ‘\'UUI
filter cooled in solid CO,  Two intereating points

(e ot
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The frost point hygrometer 15 on view ut it FCI.(IIC
Sejence

( Photos British Crown eopyviiahs
Auseum, London.

[Fig. 14.

Muzenm, London.




ae side i=sues out of this work., (1) It was
jound hat when the test plate was cooled 1o very low
[eperLiures, 1o visible deposit was formed ‘.\.'hen i
cream of relatively molst alr was passed over it, but
4¢ the test plate warmed up a deposit gradually ap-
wmwl [+ was shown that at the very low tempera-
aues the water was deposited as a uniform layer, the
nwlectiles moving over the surface too slowly to grow
into ervetals. (2) Secondly, it was found that the test
plate Tl i generad, 10 be cooled to the dew poin
pefore any deposit occurred initially, no deposit being
formed at the frost point unless some ice were already
on the test plate. At that time it was thought that
apor would be denosited at low temperatures
ax Ire on what were called sublimation nuelel.
Thiz work showed that the supposed sublimation
nielel were rare or nonexistent in natural air. There
wux ~ometimes a difficulty in knowing whether the
deposit was of dew or hoar frost, but it was found that
it the test plate were cooled to about —40°C, a de-
posit of dew always froze and onee any lce was present
further deposits were always of 1ce.

While two earlier flights by Brewer had just pene-
irared Into the stratosphere, 1t was on 22 December
1943 that he made measurements i a Fortress alrerad’
mot pressurized) at Boscombe Down to a height of 1]
kn. On that day the tropopause was at a height of
0.0 kia so that he had penctrated well into the strato-
sphert wod made the first measurements of hunidity
there. Tt was of great interest when he found thu
while the temperature inereased somewhat above the
tropopadse. the frost point continued to full rapidly up
to the greatest height reached and that at the top of the
aseent the air contained only a very small percentage

the water vapor which would have been required 1o
saturare it The next flights were made on 5 May 1944
and 30 Aay 1945, Both these flights showed that the
air was nearly saturated near the top of the tropo-
sphere but was very dry in the stratosphere,  Other
flight< made Iater by Brewer confirmed the dryness of

qrost

witter v
diveetly
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stratosphere.®™  Since then the well known ploneering
work of the Metweorclogieal Research Flight of the

Meteorological Office, using the same frost point hy-
gronmieter, has shown that the stratosphere up to
heighits veached by aireraft is dey in nearly all con-
dittions and over a large range of geographical lati-
fudes, 18

The wartime measurements of the humidity of the
upper atmosphere, showing that the stratosphere is
very dry, were of Interest in relation to the question
of the cthbnum temperature of the stratosphere,
The temperature of the stratosphere was gener: ally
regurded as being controlled by the absorption and
emission of longwave radiation, the chief absorbing
2ases heing water vapor, carbon dioxide. and ozone.
li the airin the stratosphere were nearly saturated with
Witer vapor, then water vapor would far outweigh the
others In importance.  When it was found that the
Sratospliere only contained a few pereent of the warer
Vapor required to saturate it, the picture appearcd
quite different and the three gases appeared to he of

equal Importanee in determining the temperature of the
stratospherce.  Another interesting result to come out of
the measurements with the frost point hygrometer was
that there were often layers of very dry anr quite low
down i the troposphere, which must have descended
from high in the troposphere it not from the strato-
sphere. The results of this wartime work were pre-
sented in the Bakerian Lecture of the Royal Society for
104515

J. The Post-War Period

During the years nnmediately
tie time was taken up with adjusting and calibrating
further ozone instruments made by Beck. However,
i early 1947 Sir Charles Normand joined in the ozone
research, and the output of work was greatly increased.
A little later R. H. Kay also joined us. The second
Important thing that happened was that photomul-
tipliers, sensitive to the uv region, became commercially
available.  One of these tubes (an RCA 1P28) was
obtalned as curly as possible and fitted in instrument
No. 2. As expected, the sensitivity of the instrument
war found to be greatly improved, though the relative
herease in sensitivity to visible light caused errors due
to seattering. in spite of the double dispersion, until «
glass filter, trangparent to the uv but nearly opague to
the visible region, was used.  (Flven this is not enough
when the sun iz very low, and o Ni1SO; filter had also to
be added.)

Owing 1o the inereased sensitivity which resulted
from the use of a muluplier, 1t became possible to use
shorter wavelengths with thetr Lurger ozone abzorption
vocticient=. and the present 4 and B wavelengths were
selected.  In addition, 1t seemed desirable to have o
rather longer wavelength, and the presen D wave-
lengths were seleeted. In order to be able to use this
wider range of wavelengths, it was necessary to replace
the thin temperature compensating quartz plate by a
thicker plate placed near slit Sy, and, in order to keep
the two halves of the instrument symmetrical, a second
plate ((s) was placed close to slit S;0 A good deal of
work wus necessary to fix exactly the best settings for
these wavelengths and to determine thelr wavelength
in angstrom units,  In addition, the wedges had to be
calibrated for each wavelength and the values of the
extraterrestrial constants found. The increased sensi-
tivity given by the multipliers was a great advantage
in the wedge calibrations.

It was about this time that Normand® suggested
that if we used the difference between the values of the
A and the D measurements, the effect= of scartering by
the atmosphere would be almost completely eliminated.
while the difference between the absorption coefficients
of ozone would still be large enough to give aceurate
ozone values.  This method proved successful and is,
of course, the standard method used today. Once,
when caleulating the ozone value from an A zenith
blue sky observaton T made a mistake and caleulated it
as if it had been a direct sun observation. When the
mistake was corrected it was found that the resulting

after the War most of
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Fig. 15.  The first (Oxford 148) trial observations using moot-
light after phofocells had been rep laced by phoromultipliers.
Ordinates are dial readings.

ozone value was almost the same as before. This led
to an examination of several near simultaneous mea-
surements o‘w sunlight and on the blue sky, when it was
found that the difference of the AD values was almost
the zame for both cases although, of course, the indi-
vidual values were quite different. This immediately
Jed to the suggestion that, if the sunlight and sky-
light which illuminate the upper side of a cloud both
have the s A0 value, it does not matter in what
proportion the light from the two sources ls mixed
within the cloud but (pm\lde'l there is 1o 4h~o"pt10n
in the cloud) the AD vulue of the light emerging from
the lower surface of the cloud will be the same as if the
zenith had been clear blue. Many pairs of measure-
ments were then made on uniform cloud and on patches
of adjacent blue sky as they drifted ov erhead. These
measurements showed that, provided the sun was not
too low. AD measurements made on a cloudy sky
could be treated as if they had heen made on the blue
sky (provided, of course, that the clouds were not of the
cumulus type).

A great deal of time was taken up in making obser-
cations from which to construct zenith sky ozone charts
for the 4, C, D, and AD wavelengths, as w ell as testing
the AD zenith cloud method just dc\oubcd, as suitable
conditions of sky occurred only seldom. Since the AD
cloud method gives too small a value for the ozone
when the sun is low, a lot of work was done to try to
devise a method of correcting these values by the use of
other wavelengths, as is done in the CC’ method.
However, little success was obtained, largely because it
would have meant taking nearly simultaneous mea-
surements on three different pairs of wavelengths in-
stead of two, which was rather impracticable.

The first instrument fitted with a photomultiplier

had been sufficiently well adjusted and calibre ated for
daily routine measurements of the ozone to be re-
started in November 1947 and they have been con-
tinued ever since then. It was also arranged that the
ozone values from all the observing stations should be
cent in to Shotover where they were duplicated and sent
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out to all ozone observers and any others who wepg
interested. It thus became necessary to get assistanee

with the paper work, and Miss Trollope, Miss Robinsgy,
(Mrs. Cole), Miss Luck, and finally Miss Trollope
again (now Mrs. Sykes) helped suceessively in the wayk

K. Observations Using Moonlight

The Dnerease in sensitivity of the ozone strumens
when fitted with photomultipliers made it possihle 10
take measurements with moonlight provided that the
moon was nearly full and fairly high, the image of the
moon being focused on the slit.  Many observations,
extending right through the night in winter, were made 1o
test the method (Fig. 15).  Theimportance of heing able
to get ohservations when using mooulight was p:uﬂv 10
see what regular changes there might be throueh the
night, and, secondly, to be able to get measurements iy
high latitudes in winter. Observations of this type
have given valuable information in the Aretic and
Antaretic.?! It was difficult to determine the ex-
traterrestrial constant for moonlight since the range
of u at which observations could be taken was small and
the accuracy of (m observation was much k’:“ “L that
with sunlight. It was found that, when using the 4D
wavelengths, nemly the same ozone values were ob-
tained from moonlight as from sunlight on adjacent
dayvs, if the same P\tmtelrc\nml constant was used as
for >1mlloht. but if only a single pair of wavelengths
wax used the value was appreciably different.

. The International Ozone Commission

An event of major importance occurred in 194> when
the International Ozone Commission was appo
the Oslo meeting of the UGGIL. At first it was u sub-
commuission under the Radiation Commission but later
came directly under the TANMAP.  This gave (e ozone
work official recognition and more money hecame i ail-
able.  As Normand was Seeretary of the TOC, its
headquarters were at Oxford, and the collection and
distribution of ozone data from all stations became p: 1t
of its official functions. It alzo undertook the gener: al
coordination of all the work in order to keep the results
of different stations as far as possible comparable wi ith
each other.

ited at

M. Post-War Work on the Vertical
Distribution of Ozone

It became clear that the most important thing which
was now required was a better knowledge of the vertiet
distribution of the ozone in the atmosphere. The
Ciotz umkehr method gave an accurate value for the
average height of the ozone but only a general indica-
tion of 1ts \'elnml distribution and could never be X
pected to show detailed changes with height. Fhmert
had developed his well known chemical method of mea-
suring the concentration of ozone in air, and in 1932
Nay, working at the Clarendon Laboratory, adaptt

1

the method for use on aireraft. The apparatus coulk
1
take about eighteen samples at different lev els o id “1
1t O

cooperation with the \leteorological Research 17 I



Veteorologieal Ollice. o nuwmber flights were
mede with the apparatus to a height of about 12 km
al three 1o about 15 km. These showed that the
Lzone content of the troposphere, though everywhere
all inercased slightly with height up to the tropo-
[) quse and there scemed to be a larger Inerease as soon
i« the =tratosphere was entered.  In 1956, Bre\\'er took
rhc sumne apparatus to northern Norway, and, m co-
operition with the Norweglan Air Foree made a number
of flight= there.  While there was some trouble due to
Jestruction of ozone in the pipes leading the air into
(he apparatus, a large increase of ozone content of the
air i the stratosphere was found.

1 1956, S, Larsen, who had previously taken ozoue
messurements  at Spitzbergen and Tromsg, came to
Oxford to work on the scattering properties of the
atmosphere, sinee lack of knowledge had been causing
ditieulties in caleulating the vertical distribution of
ozone from umkehr measurements.

Chemical methods of estimating the amount of
ozone it the air. which require titration and only take
spot samples, are not at all suitable for a balloon-borne
apparatus sueh ax s necessary if measurements at
oveat heights are to be obtained. In 1957, Brewer,
working with Milford®® and later with Griggs, 2 ‘showed
that i ozone is passed into IKI solution, the amount of
jodine released can be measured coulometrically, pro-
vided t‘xmt the lodine formed at the anode is not allowed
s reeirenhite to the eathode. In the first type of
insmum*nt the dodine was washed away as 1t was
fornied by a current of IXI solution while in the sceond
tvpe of appuratus asilver or mereury anode was used =0
thut the b 1<()lub ¢ Aglor Hel was formed.  The current
pased by the solution under average conditions was
()m_x abutit 5 pA but this was enough 1o control the
audiofregquency of a small radio transmitter and so
telemeter the concentration of ozone to-a ground statiou.
Miuny very valuable ascents were made in the British
Islex 1 conjuncton with the Meteorological Oﬁive
while other flights were made at Tromse, Malta, Nai-

the

robi, and Halley Bay.**  Just after Brewer's \\'01'1{ at
Oxford, tegener produced his well known chemilu-
minescent method.?  Both these chemical types of

ozone sondes require measurements with the speetro-
photometer to cheek the absolute values.

N. Preparations for the IGY

It was elear that the IGY would bring a large in-
crease 1 the number of ozone Instruments required,
and several new Beck instruments were ordered by
different countries. It was too mueh work to do all
the adjustment and preliminary testing at Shotover and
it member of Beek’s staff came to Shotover for several
weeks to learn the techulgue.  New instruments still,
however, had to come for final ealibration and compari-
sonwith instrument No 1 (Fig. 9). Inorder to keep the
methods as uniform as possible at the different stations
and 1o help obzervers to keep thelir instruments in good
order,  the  Obsercers  Handbook, which  was  first
written when the instruments used photocells, was
rewritten and a new seetion added on adjustment and

calibration of the mstruments, These booklets, to-
gether with that written later, Delerminalion of Con-
stants, were published it the Annals of the IGY.™

An important step was taken at this tme when it he-
wne possible for the I0C to appoint a Travelling
Physicist (C. D. Walshaw) who, having become famil-
iar with the adjustments and :alibration of the instru-
ments, toured all the stations measuring ozone in
Lurope to ensure that they were all in good order before
the start of the IGY, so that the measurcments from
different stations should as far as possible be compu-
rable with one another.

In addition to testing new instruwments and checking
existing ones, many obsecrvers came to Shotover to
learn the best methods of using the instruments and
maintaining them in good order. This alone took up
lot of time.

In March 1957, an intensive series of observations
wus begun with the object of checking the extrater-
restrial constants and the accuracy of the zenith ozone
charts for the different wavelengths. Whenever con-
ditions were suitable, measurcments on all four wave-
lengths, on both the sun and the zenith sky. were muade
six times a day from early morning to late evening—u
very exhausting program in fine weather. Although
the weather for the first few months was better than
uswal, the results for the extratervestrial constant were
very disappointing, giving large differences from day to
day. Thiz was shown to be due to changes n tle

amount of ozone during a set of observations, and no
turther attempt has been made at Oxford to meusure
the extraterrestrial constant sinece 1t can be
ter climates.

done =0

much better at other stations in bet

00 LMoy . gunw . guly | ouy 3epl  oek | mav  dec  ,on  led | mar  aar

- moon  obscreotians

Fig. 16. The firsy three yews' observations at Ialley Bay,
Antarctica.  The full curve is for Spitzhergen, shifted by zix
months.  Note the lower values of ozone in the =onthern spring

and the sudden Increase in November at the time of the final
stratospheric warming.
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One of the more interesting results on atmospheric
ozone which came out of the IGY was the discovery of
the peculiar annual variation of ozone at Halley Bay
(Fig.16). This particular ozone instrument had been to
Shotover to be checked up immediately before leaving
England. Moreover, Evans, who took the original
observations at Halley Bay, had also been to Shotover
to become familiar with the working of the instrument
and its maintainence. The annual variation of ozone
at Spitzbergen was fairly well known at that time, so,
assuming a six months difference, we knew what to
expect. However, when the monthly telegrams from
Hailley Bay began to arrive and were plotted alongside
the Spitzbergen curve, the values for September and
October 1956 were about 150 units lower than was ex-
pected. We naturally thought that Evans had made
some large mistake or that, in spite of checking just be-
fore leaving England, the instrument had developed
some fault. In November the ozone values suddenly
jumped up to those expected from the Spitzbergen
results. It was not until a year later, when the same
type of annual variation was repeated, that we realized
that the early results were indeed correct and that
Halley Bay showed most inferesting difference from
other parts of the world. It was clear that the winter
vortex over the Scuth Pole was maintained late iute the
spring and that this kept the ozone values low. When
it suddenly broke up in November both the ozoue
values and the stratosphere temperatures suddenly
rose.

0. Transfer of the |OC Work from Shetover

I 1959 Normand resigned as Secretary of the 10C
and the work at Shotover was much reduced but new
Beck instruments still continued to go there for their
final comparison and checking.

The appointment of the IOC in 1948, together with
an annual grant of money, had been a great help to the
research on atmospheric ozone, and four international
conferences on the subject had been held under the
aegis of the IOC with great success. With the begin-
ning of the IGY, the WAIO became interested in the
work and undertook the publication of all the IGY
ozone results. Later, after WALO had appointed a
Working Group to consider the whole matter, the
Canadian Meteorological Department undertook—on
behalf of WA O—to collect and publizh the daily ozone
values from all stations after the end of the IGY.
This was clearly a much more satisfactory arrange-
ment, since the work at Shotover, being ou a private
basiz, could not be permancnt, nor did it lend itself to
the expansion which could be envisaged in future years.
At the beginning of the work, an informal organization
was necessary, but as more and more people hecame
interested 1n atmospherie ozone a nuich more permanent
organization became necessary.  The arrangements for
the general control of the work now seem very satis-
factory.
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Harris, Oxford.)
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and Radiation, Oxford 1959,

The participants n the TCO/WAMO Sympositun on Ozene
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Fig. 15, ICO Ozone Symposium participants, Ravensburg 1956.
Sinee the transfer of much of the w ork from Shot-
over, & number of minor researches have been carried

()11.]

(11 ethods of messuring the ozone when the sun is
very low using the NiSO, filter;

\[easurements of the db\OIpthI‘ coeflicients of ozone
nsing the ozone instrument itself;

\lethod of calibrating wedges using the two-lamp
method and the quartz—iodine lamps;

The suitabilitv of the quartz-iodine lamps as stan-
durd lamps:

A eritieal exmmination of the accuracy of the ozone
instrument.

I ovould couclude by

quoting frow: the paper by
1 =z <

;
{
Fabry and Buisson published in 19217

Le tableau sulvant donne pour quelques jours de
nid et juin 1920 les valeurs de « (épaisseur en centi-

cires d'ozoue pir, comptée suivant la verticale.)

UL ot 4 Juin 0,293
0.310 5 Juin 0.207
0,248 T Juln 0.325
).290 9 Juin 0.321
0.285 10 Juin 0.333
0.3086 11 Juin 0.314

21 Juin 0.286

23 Juiu 0.28Y

Les varations sont indubitables. IYautres déter-
winations faites dans 'été de 1919 ont conduit au méme
vésultat avee des variations du meéme ordre de grandeur.

Ces changements paraissent irréguliers et a courte
période.  Dans l'intervalle assez court ol nous avons
pules suivre, nous 1’avons pas pu remarguer de relations
entre eux et les conditions atmosphériques.  JI seraul
Inléressunt de les observer d'une mantére conlinue; ce
fraceil ne  présenierait aucune difficulté, mars il ne
poneiail dle endeeprls que par un éstablisseient ayant wn

presonnel sufilsant.

[ feel sure that Fabry and Buisson would have been
very pleased to see the way that their work in 1920 hax
grown into o worldwide network of stations making
taily measurements of atmospheric ozone. Perhaps
eVel mmore buportant for the understanding of the
eteorology of the troposphere and stratosphere are the
l{““a“e number of measurements of the vertical distribu-
Ui of the ozone made both by the Gotz umkehr

method and by the ozone sondes developed by Brewer
and by Regener, particularly the magnificent series of
ascents e cdendmo from Panama to Thule and Alaska in
North America.

I am much indebted to Sir Charles Normand, to Dr.
Houghton, and to Dr. Walshaw for their help in pro-
ducing this article.

The following international conferences on atmo-
spheric ozone have been held

Informal Under the I0C Under the I0C and
WMO
Paris 1929 Brussels 1951 Oxford 1959

Oxford 1952 (see Fig. 19)

Rome 1954 Arosa 1961

Ravensburg 1936 Albuquerque 1964
(see Fig. 18)

Oxford 1936
(see Fig. 17)
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